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9. Preventing Damage from Freezing-1

Preventing Damage form FreezingChapter 3. – Unit Operation 

CAUTION

•	Damage can occur from freezing water within the device and pipes even in warm environments. Be sure to 
read below for appropriate measures.

•	Repairs for damage caused by freezing are not covered by the warranty.

2. It is possible to prevent freezing by selecting a ‘Recirculation Mode’.

1. Two modes for freeze protection.

1-1. Recirculation Pump mode.
• When water temperature falls between 42°F(5.5°C) and 46°F(8°C), the circulation pump starts operating for freeze protection.
• Mixing valve maintains open for internal water circulation.
• The cycle will restart at the approximate time interval (operate for 10 min and stops for 30 sec) and it will stop if the water 
temperature goes above 50°F(10°C).

   1-2. Burner Combustion mode.
• When water temperature drops below 41°F (5°C) it will start minimum combustion with internal water circulation.
• When water temperature goes above 104°F (40°C) it will stop.
• After combustion mode is stopped, the pump will continue for 3 minutes..
• If the water heater is turned on for recirculation mode, pre-heating mode, or hot water use mode, the freeze protection mode will
  automatically stop.

•	With the recirculation operation set, hot water will be automatically circulated in the hot water pipes.
•	If the recirculation piping is installed, you can select the external recirculation mode, the water heater will 

prevent the external plumbing  to the unit from freezing.

•	If there is still a risk that the unit will freeze, drain the unit as shown on page 32.

If water does not flow because it is frozen.

1. Close the gas and water valves.
2. Turn off the power button.
3. Open the water supply valve from time to time to check whether water is running.
4. When the water is flowing again, check for water leaks from the equipment and piping before using.

If the heater or the piping is frozen, do not use the heater or it may get damaged.

Electrical power, gas, water and the main switch must be on. If any of the above items are not connected properly, 
then water must be drained including the condensation trap and unit unplugged from electrical power.
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Preventing Damage form FreezingChapter 3. – Unit Operation 

CAUTION

•	To avoid burns, wait until the equipment cools down before draining the water. 
•	The appliance will remain hot for short period after it is turned off.

3. If the water heater will not be used for a long period of time, drain the water.

Drain water into a bucket to prevent water damage.

1. Close the gas valve.

2.
(1) Turn the power on/off button “On”.
(2) Turn and leave open the hot water fixtures/ faucets for more than 2 minute and close.
* If multiple units are being used, drain two minutes for each unit.
* An 11 Error Code may appear on the control panel.
This is not a malfunction of the unit. Do not turn Power ON/OFF Button OFF.

3. Close the water supply valve and disconnect the electrical power supplied to the unit.

4. Fully open all hot water fixtures/faucets.

5. Open all drain plugs and drain the water out of the unit.
6. When the water is completely drained, replace all drain plugs and close the hot water fixtures/faucets.

Hot water drain

Condensate drain Recirculation water drain 

Cold Water drain 

Do not touch with wet hands.
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1. Turning the Unit Back On

10. Preventing Damage from Freezing-2

1. Check that all drain plugs are inserted.
2. Check that all hot water fixtures/faucets are closed.
3. Follow the procedure on page 12 “Initial operation”, steps 1 through 4.
4. Make sure that the area around the appliance is well ventilated; open a window or a door if necessary.
    Then, operate the unit and verify that condensate is coming out of the drain pipe.
    (During normal use of the water heater, condensate will begin to discharge from the drain pipe within 15 minutes of use.
     However, depending on the season and/or installation site conditions, it may take longer.)

•	If water does not appear at the end of the drain line, a qualified service technician must clean the condensate line.

After the water heater has been out of use for a long time make sure that you fill the condensate trap with 
water.
This is to prevent dangerous exhaust gases from entering the building.
Failure to fill the condensate trap could result in severe personal injury or death.
(By performing step 4 as described above, the condensate trap will automatically fill itself with water.)

DANGER
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Maintaining the Water HeaterChapter 4. – Maintenance

	Regular Maintenance

-	� After Water Heater installation is completed, the installation 
manual should be placed in near the water heater. Mainte-
nance instructions should be carried out by the guidelines
Maintenance detail lists, please refer to the instructions below.

 Maintenance procedures [Monthly]

- Check vent pipe.
Visually inspect the flue gas vent piping for any signs of block-
age, leakage or deterioration of the piping. Please contact 
a qualified service technician immediately if you find any 
problem.

- Check air inlet pipe.
Visually inspect the air inlet piping for obstructions. Inspect 
entire length of air piping for ensuring that piping is intact 
and all joints are properly sealed. Call your qualified service 
technician if you notice any problems.

- Check the condensate outlet.
While the Water Heater is running, check the discharge end of 
the condensate drain tubing.
Make sure that no flue gas is escaping from the condensate 
drain tubing.
If flue gas is continuously escaping, it is a serious problem. 
Call your qualified service technician to inspect the Water 
Heater and condensate line. Also, refill the condensate trap if 
problem persists regularly.

- Check vent terminal bird screen.

If you encounter a problem of combustion specifications, visu-
ally inspect the terminal screen. 
And then replace it with spare parts or clean the screens.

	Maintenance procedures

- Check installation location
	� To prevent potential severe personal injury, death or substan-

tial property damage, remove all contaminated materials.
	 If contaminants are found :
	 Remove products immediately from the area.
	� In order to check the status of Water Heater, call a qualified 

service technician to inspect the Water Heater for possible 
damage from acid corrosion.

	� DO NOT store combustible materials, gasoline or any other 
flammable vapors or liquids near the Water Heater. Remove 
them immediately or store them other places. 

-	Check if Water heater front cover is closed.
	� Check if there is any problem with the Water Heater front cover 

and the two upper and lower screws are tightened well. The 
Water Heater front cover must be closed while it is running.

- Check power source.
Make sure that the power cord is property connected. The 
main power line is connected to the manual switch box inside 
the Water Heater. 

- Check status of the control panel.

Monthly

Check vent pipe.
Check air inlet pipe.
Check pressure relief valve.
Check condensate drain outlet.

Annually
Check water heater piping (Gas and 
Water)
Check operate pressure relief valve

No plan of use for 
long-term Do not disconnect electrical power. 

1. General Maintenance
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     1. Cleaning Air Intake Filter 
�To properly maintain the water heater, you should check air intake filter every month. If not, you will encounter a problem with 
combustion specifications.

 To clean air intake filter:
1. Press the Power button on the control panel to turn off the 
water heater.
2. Disconnect the power supply from the water heater.
3. If the water heater has been operating, wait for it to cool 
before continuing.

4. Remove the 4 screws on the front cover of the water heater.

5. Remove the filter screen screw and pull the filter out of the 
air intake adapter.

6. Clean it with a toothbrush and clean running water.

7. Dry the filter completely. Then reinsert the filter into the plastic assembly and tighten the filter screen screw. 
8. Replace the front cover of the water heater cabinet. Reconnect power supply to the water heater.
9. Press the Power button on the control panel to turn on the water heater.

Maintaining the Water HeaterChapter 4. – Maintenance

2. Cleaning the Water Heater

    To clean air supply vent:
     Check for debris or blockage from dust, oil, etc. at the air supply vent. If blocked, remove the build-up with a vacuum cleaner or 
     damp towel. (Do not permanently remove the inlet screen.)

2. When supplying combustion air from the indoors.
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-	Cleaning Cold Water Inlet Filter / Recirculation Water Filter

	 1. Place a bucket under the appliance to collect the residual water inside the water heater.
	 2. Press ‘Power button’ to turn off the electrical power to the water heater. And then turn off the gas valve.
	 3. Close water supply valve on the inlet to the appliance. 
	 4. Open the hot water faucets completely.

Maintaining the Water HeaterChapter 4. – Maintenance

6. To refill the water heater, follow the steps of “Draining the Water Heater” in reverse.

Cold Water Filter

5. Remove the cold water inlet filter and recirculation water filter. And then clean it with a toothbrush and clean running water.	

Recirculation Water Filter

Use a coin. 
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- Flushing the Water Heater 
Flushing the Heat Exchanger of water heater is a complicated 
procedure. Initialization is required to do a proper flush. Refer 
to the following instructions carefully before attempting the 
procedure. If you do not understand the procedure, contact an 
authorized technician or licensed professional. Keep in mind that 
improper maintenance will void your warranty.

 Regular Cleaning

1.� �Turn OFF power switch for 10 seconds, then turn back ON. 
Unit will go through initialization process which may take 25 to 
30 seconds. Do not use hot water.

2. Disconnect electrical power (cord) from the unit.
3. �Close the shutoff valves on both hot water outlet and coldwater 

inlet lines. (V1 & V2)
4. �Connect one hose “D1” to the valve “V3” and place the freeend 

in the bucket. Connect one of the hoses “D3” to thecirculation 
pump outlet and the cold water inlet line at thevalve “V4”. 
Connect other hose “D2” to the circulation pumpinlet and 
place the free end in the bucket.

5. �Pour the cleaning solution into the bucket.Place the drain hose 
(D1) and the hose (D2) into the cleaningsolution.

6. �Open service valves (V3 & V4) on the hot water outlet andcold 
water inlet lines.

7. �Supply inlet water through the water heater for at least 1 
hourat a rate of 4 gallons per minute.

8. �Rinse the cleaning solution from the water heater as follows:
- Remove the free end of the drain hose (D1) from the bucket.
- �Close service valve, (V4), and open shutoff valve, (V2). Donot 

open shutoff valve, (V1).
- Allow water to flow through the water heater for 5 minutes.
- Close shutoff valve (V2).

Maintaining the Water HeaterChapter 4. – Maintenance

9. Disconnect all hoses.
10. �Remove the cold water inlet filter from the water heater and  

clean out any residues.
11. Reinsert the filter and ensure the filter cap is securely tightened.
12. Connect electrical power to the water heater.

 �Deep Cleaning (In case of Regular Cleaning does not 
help for Scale issue)

1.�Turn off the power to the control panel. Press and hold the 
‘Function Button’ for approximately 5 seconds to get into the 
‘Installer mode’.

2. �In ‘Installer Mode,’ turn the dial button clockwise until the 
    display reads ‘[15:T2]’.

3. ‘oFF’ will flash when the dial button is pressed.

4. Turn the dial button clockwise to select ‘on’.

3. Flushing the Water Heater
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Maintaining the Water HeaterChapter 4. – Maintenance

 Maintenance procedures [Annually]

- Check piping. (gas and water)
Visually inspect for leaks around internal water piping. Also 
inspect external water piping, circulators, pressure relief valve 
and fittings. Immediately call a qualified service technician to 
repair any leaks.
Leaks must be fixed by a qualified service technician immediately. 
Failure to comply with this instruction could result in severe 
personal injury, death or substantial property damage.
- Check for operation of the pressure relief valve

Before proceeding, verify that pressure relief valve outlet has 
been piped to a safe place of discharge, avoiding any possibility 
of scalding from hot water. If water flows freely, release the lever 
and allow the valve to seat. Watch the end of the pressure relief 
valve discharge pipe to ensure that the valve does not weep 
after the line has had time to drain. If the valve weeps, lift the 
seat again to attempt to clean the valve. If the valve continues 
to weep, contact your qualified service technician for inspecting 
the valve and system. If water does not flow from the valve 
even though you have lifted the lever completely, the valve or 
discharge line may be blocked. Shut down the Water Heater 
immediately. Call your qualified service technician to inspect the 
water heater and system.

-	Check burner state
	� You can clean the exterior of burner. However, if you need 

to clean the inside of the burner, you should call an qualified 
service technician.

WARNING
Leaks must be fixed by a qualified service technician 
immediately. Failure to comply with this instruction could 
result in severe personal injury, death or substantial property 
damage. This discharge line must be installed by a qualified 
heating installer or a service technician.

3. Flushing the Water Heater

5. �Press the dial button and confirm the Pump activation by 
sounds and also icon.

6. �Wait for 30 seconds and disconnect the power to the water 
heater.

7. �Follow from 3 to 12 in regular cleaning above to finish the 
cleaning.
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Checking for Error ConditionsChapter 5. – Troubleshooting

Error Code Error Code Description Possible Remedies

Er:11 Ignition has Failed 10 (Ten) 
Times

Press the Power button to clear the Error Code. If error code still appears on 
the display then check the following.

 • Make sure that the gas valve is in the fully open position.

If Error happens again:
Contact the installer or Noritz America Technical Support for assistance.

Er:29 Air Pressure Switch Abnormality

Press the Power button to clear the Error Code. If error code still appears on 
the display then check the following.
   • Make sure that the exhaust pipe is free of obstructions.
   • Clean the intake air filter.
   • Make sure that clogged of condensate trap or drain pipe.

If Error happens again:
Contact the installer or Noritz America Technical Support for assistance.

Er:40
Gas Leakage is Detected in 10 
Minutes, or three times within 
One Hour (Greater than 5 Sec-
onds Each Time)

IMPORTANT: If you smell gas, STOP! Follow the instructions on page 4, this 
guide, and call a qualified service technician or the gas utility.
Press the Power button to clear the Error Code.
If Error happens again:

• Check the water heater cover. Ensure it is secure.
• Check gas connections for leakage with a soapy solution. Fix any leaks.
• Check condition of the burner assembly.
• If the problem persists, replace the circuit board.

Er:44 Recirculation Abnormality
  •.Verify recirculation loop length is within specification.
  • Check return line filter.
  • Check the pump operation.

Er:45 Water leakage is detected in 
water heater.

Press the Power button to clear the Error Code. If error code still appears on 
the display then check the following.

• Check for the water in the bottom of the heater inside the case.

If you have confirmed the water leak, the water valve/gas valve closes and
contact the installer or Noritz America Technical Support for assistance.

When the water heater encounters an error, the display will flash “Er” followed by a numerical code. The water heater 
shall enter a soft lockout condition if the error is such that it can return to normal operation once the condition relieves 
itself (overheat conditions, temperature sensor open or shorts, etc.). The water heater shall enter a hard lockout if the 
condition indicates the unit detected a condition preventing safe operation (Er.11_Ignition, Er.29_Condensate line, 
Er.40_Gas leakage, Er.72_Flame) To clear a hard lockout Error Code, press the ‘Power Button’ off then on.

• Any other error code appears.
• An error code is indicated again after the above actions were followed.
• There are any other questions.

Contact Noritz America at 866-766-7489

4. Checking for Error Conditions

The following screen will display when the water heater encounters an error.



40

TroubleshootingChapter 5. – Troubleshooting

Troubleshooting

Problem Possible Remedies
Burner Does Not Ignite •	Make sure that the ON/OFF button on the Control Panel is ON.

•	If the display on the Control Panel is blank, make sure the power cord is plugged in 
and 3A fuses on the main controller in the water heater are good. Power switch 
inside water heater is on.

•	 Make sure that the water heater is supplied with water. The unit activates when inlet 
water flow sensor detects flow over 0.5 gpm

•	Make sure the cold and hot water lines are not plumbed in reverse.
•	Ensure the cold water and gas supply lines are open.
•	Make sure the water lines are not frozen.

Water is Not Hot Enough •	Ensure the temperature setting on the water heater is not too low.
•	Ensure the filter in the cold water supply line is not clogged with debris.
•	Make sure the water heater is connected to the correct gas supply.

Water is Too Hot •	Ensure the temperature setting is not too hot.
•	Ensure the filter in the cold water supply line is not clogged with debris.
•	Make sure the water heater is connected to the correct gas supply.

Hot Water Temperature Fluctu-
ates at Tap

•	Ensure the filter in the cold water supply line is not clogged with debris.
•	Make sure the water heater is connected to the correct gas supply.

The Blower Continues to Oper-
ate After Combustion Stops

•	This is normal. The blower operates for three minutes after combustion has stopped 
to purge remaining exhaust gas from the flue.

Cannot Change the Hot Water 
Mode Setpoint above 120℉

•	This is a safety device to prevent scalding. Hot water temperature over 125℉ can 
cause instant severe burns or death.

The Water Heater Makes Abnor-
mal Sounds During Operation

•	Ensure the venting installation complies with the installation manual.
•	Ensure supply gas pressure is sufficient. Insufficient gas pressure will cause unstable 

burner flame and noise.

Water Quality
Damage to the water heater as a result of poor water quality is not covered by the Limited Warranty. To ensure full warranty 
coverage, treat or condition water that exceeds the target levels provided in this table. 

(Source: EPA National Secondary Drinking Water)

Total Hardness* 200 mg/L (12 gpg) or less
Aluminum 0.05 to 0.2 mg/L or less
Chloride 250 mg/L or less
Copper 1 mg/L or less
Iron 0.3 mg/L or less
Manganese 0.05 mg/L or less
pH 6.5 - 8.5
Total Dissolved Solids 500 mg/L or less
Zinc 5 mg/L or less
Sulfate ion 250 mg/L or less
Residual chlorine 4 mg/L or less

* Maximum limit suggested by Noritz.
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Follow-up Service-Chapter 6. – Follow-up Service

Follow-up Service

Requesting Service
First follow the instructions in the troubleshooting section ( p.38 to p.39).
If the error is not corrected, contact Noritz America Technical Support at 866-766-7489.

We will need to know:

The Model .................(check the rating plate)
Date of purchase ......(see the warranty)

Details of problem ....(flashing error codes,
etc., in much detail as possible)

Your name, address, and telephone number
Desired date of visit

Warranty

A warranty registration card is included separately.
Be sure that the plumber, date of purchase and other necessary items are filled in.
Read the content carefully, and keep the warranty card in a safe place.
For repairs after the warranty period, there will be a charge on any service, and service will only be performed if 
the unit is deemed repairable.

Period of Time for Stocking Repair Parts

Noritz will stock repair and maintenance parts for this unit for the time period from the date of the original 
installation or end of production as follows: twelve (12) years for the heat exchanger and ten (10) years for 
remaining parts.

A request for service may be rejected if the water heater is installed in a location where working on the unit may be 
dangerous. Contact a plumber.
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